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PERFORMANCE RANGE
The performance curves are based on the kinematic viscosity values = 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.

GRAPHICAL SELECTION TABLE
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NKV 10-15-20-32-45
MUTISTAGE CENTRIFUGAL  ELECTRICPUMPS WITH VERTICAL AXIS

SELECTION TABLE - NKV 10

SELECTION TABLE - NKV 15

SELECTION TABLE - NKV 20

MODEL
Q=m3h 0 4 8 10 12 14 16 18 20 22 24

Q=l/min 0 66 132 167 200 233 264 300 334 367 400

NKV 10/2 T

H

(m)

20,2 20 18,3 15,8 12,5

NKV 10/3 T 30,3 31 27,5 23,6 18,8

NKV 10/4 T 40,4 41 36,7 31,5 25,1

NKV 10/5 T 50,5 51 45,8 39,4 31,3

NKV 10/6 T 60,5 61 55,0 47,3 37,6

NKV 10/7 T 70,6 72 64,2 55,1 43,8

NKV 10/8 T 80,7 82 73,3 63,0 50,1

NKV 10/9 T 90,8 92 82,5 70,9 56,4

NKV 10/10 T 100,9 102 91,7 78,8 62,6

NKV 10/12 T 121,1 123 110,0 94,5 75,2

NKV 10/14 T 141,3 143 128,3 110,3 87,7

NKV 10/16 T 161,5 164 146,7 126,0 100,2

NKV 10/18 T 181,6 184 165,0 141,8 112,7

NKV 10/20 T 201,8 205 183,3 157,5 125,3

NKV 10/22 T 222 225 202 173,3 137,8

MODEL
Q=m3h 0 4 8 10 12 14 16 18 20 22 24

Q=l/min 0 66 132 167 200 233 264 300 334 367 400

NKV 15/2 T

H

(m)

27,2 26,7 26 26,1 25,5 24,5 23,2 21,6 19,8 17,4 14,6

NKV 15/3 T 40,8 40,0 40 39,1 38,3 36,8 34,8 32,5 29,7 26,1 21,9

NKV 15/4 T 54,4 53,4 53 52,1 51,0 49,0 46,4 43,3 39,6 34,8 29,2

NKV 15/5 T 68,0 66,7 66 65,2 63,8 61,3 58,1 54,1 49,5 43,5 36,5

NKV 15/6 T 81,6 80,1 79 78,2 76,5 73,6 69,7 64,9 59,4 52,2 43,8

NKV 15/7 T 95,2 93,4 92 91,2 89,3 85,8 81,3 75,8 69,3 60,9 51,1

NKV 15/8 T 108,8 106,8 106 104,3 102,0 98,1 92,9 86,6 79,2 69,6 58,4

NKV 15/9 T 122,4 120,1 119 117,3 114,8 110,3 104,5 97,4 89,1 78,4 65,7

NKV 15/10 T 136,0 133,5 132 130,4 127,5 122,6 116,1 108,2 99,0 87,1 73,0

NKV 15/12 T 163,2 160,2 158 156,4 153,0 147,1 139,3 129,9 118,8 104,5 87,6

NKV 15/14 T 190,4 186,9 185 182,5 178,5 171,6 162,6 151,5 138,6 121,9 102,2

NKV 15/16 T 217,6 213,6 211 208,6 204,0 196,1 185,8 173,2 158,4 139,3 116,8

NKV 15/17 T 231,2 226,9 225 221,6 216,75 208,4 197,4 184 168,3 148 124,1

MODEL
Q=m3h 0 4 8 10 12 14 16 18 20 22 24 26 29

Q=l/min 0 66 132 167 200 233 264 300 334 367 400 433 483

NKV 20/2 T

H

(m)

29,3 28,8 28,8 28,6 28 27,6 26,9 25,9 24,6 22,9 21,2 19,1 15,8

NKV 20/3 T 43,9 43,2 43,1 42,9 42 41,5 40,4 38,8 36,9 34,4 31,8 28,7 23,6

NKV 20/4 T 58,6 57,6 57,5 57,2 56 55,3 53,8 51,8 49,2 45,9 42,4 38,2 31,5

NKV 20/5 T 73,2 71,9 71,9 71,5 71 69,1 67,3 64,7 61,5 57,4 52,9 47,8 39,4

NKV 20/6 T 87,9 86,3 86,3 85,8 85 82,9 80,7 77,7 73,8 68,8 63,5 57,4 47,3

NKV 20/7 T 102,5 100,7 100,6 100,1 99 96,8 94,2 90,6 86,1 80,3 74,1 66,9 55,2

NKV 20/8 T 117,2 115,1 115,0 114,4 113 110,6 107,6 103,6 98,4 91,8 84,7 76,5 63,1

NKV 20/9 T 131,8 129,5 129,4 128,8 127 124,4 121,1 116,5 110,8 103,2 95,3 86,0 70,9

NKV 20/10 T 146,5 143,9 143,8 143,1 141 138,2 134,5 129,5 123,1 114,7 105,9 95,6 78,8

NKV 20/12 T 175,8 172,7 172,5 171,7 169 165,9 161,4 155,4 147,7 137,6 127,1 114,7 94,6

NKV 20/14 T 205,1 201,4 201,3 200,3 198 193,5 188,3 181,3 172,3 160,6 148,2 133,8 110,4

NKV 20/16 T 234,4 230,2 230,0 228,9 226 221,2 215,2 207,2 196,9 183,5 169,4 152,9 126,1

NKV 20/17 T 249 244,6 244,4 243,2 240 235 228,7 220,1 209,2 195 180 162,5 134
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NKV 10-15-20-32-45
MUTISTAGE CENTRIFUGAL  ELECTRICPUMPS WITH VERTICAL AXIS

SELECTION TABLE - NKV 32

MODEL
Q=m3h 0 15 18 22 25 30 35 40 45 54 60 65

Q=l/min 0 250 300 367 417 500 583 667 750 900 1000 1083

NKV 32/2-2 T

H

(m)

36 33,5 32,5 30,5 29,5 26,5 22,5 18 12,5

NKV 32/2 T 48,5 43,5 42,5 41 39,5 36,5 33,5 29 23,5

NKV 32/3-2 T    60 54,5 53 50,5 48 44 38 31,5 23,5

NKV 32/3 T   73 65 63,5 61 59 55 50 43,5 35,5

NKV 32/4-2 T     84,5 76,5 74 70,5 68 62 55 46 35

NKV 32/4 T    98 88 86 83 80,5 75 69 60 49,5

NKV 32/5-2 T    109,5 99,5 97 93 89,5 83 74 63 49,5

NKV 32/5 T    122,5 109,5 107 103,5 100 93,5 85,5 75 61,5

NKV 32/6-2 T 134 121,5 118,5 113,5 109,5 101,5 91 78 61,5

NKV 32/6 T    146,5 131 128 123,5 119,5 111,5 102 89 73

NKV 32/7-2 T    158 142,5 139 133,5 128,5 119 107 91,5 72,5

NKV 32/7 T    171 152,5 149 144 139,5 130 119 103,5 85

NKV 32/8-2 T    182,5 164,5 160 154 148,5 137,5 124 106 84,5

NKV 32/8 T 194,5 174 169,5 164 158,5 147,5 134,5 117 95,5

NKV 32/9-2 T  208,5 188,5 184 177 171 159 144 124,5 100,5

NKV 32/9 T    221 198 194 187,5 181,5 169,5 155,5 136 112

NKV 32/10-2 T 233 210 205 197,5 191 177,5 161 139 112

NKV 32/10 T 246,5 221,5 217 210 203,5 190,5 175 153,5 126,5

NKV 32/11-2 T    258 233,5 228,5 220,5 213 198,5 180,5 156,5 127

NKV 32/11 T    271 243,5 238 230,5 223,5 209 192 168 138,5

NKV 32/12-2 T 282,5 255,5 249,5 241 233 217 197,5 171 139

NKV 32/12 T 295 265,5 259,5 251 243 227,5 208,5 182,5 150,5

NKV 32/13-2 T 307 277,5 271 261,5 252,5 235,5 214 185,5 151

NKV 32/13 T    319,5 287 280,5 271,5 263 246 225,5 197 162,5

SELECTION TABLE - NKV 45

MODEL
Q=m3h 0 15 18 22 25 30 35 40 45 54 60 65 70

Q=l/min 0 250 300 367 417 500 583 667 750 900 1000 1083 1166

NKV 45/2-2 T    

H

(m)

38,5 37,5 37 36,5 35,5 34,5 33 31 28,5 23 18,5 14,5 10

NKV 45/2 T    48,5 47,5 47 46 45,5 44 43 41,5 39 34 30,5 26,5 23

NKV 45/3-2 T   63 62 61,5 60,5 59,5 58 56 53,5 50 42 36 30 24

NKV 45/3 T  73,5 72 71 70 69 67 65,5 63 60 52,5 47 41 34

NKV 45/4-2 T    87,5 86 85 83,5 82 80 77,5 74 69,5 59,5 51 43 34

NKV 45/4 T    97,5 96 94,5 93 91,5 89 86,5 84 79,5 69,5 62 54,5 45

NKV 45/5-2 T 112 109,5 108,5 106,5 105 102 99 94,5 89 76,5 66 56 45

NKV 45/5 T    122 119,5 118 115,5 114 111 108 104,5 99 86,5 77 67,5 56

NKV 45/6-2 T 137,5 135 133,5 131 129 126 122 117,5 110,5 95,5 83,5 72 58

NKV 45/6 T    147,5 145 143,5 140,5 138,5 135 131,5 127 121 106 95 83,5 71

NKV 45/7-2 T 162,5 160 158 155,5 153 149,5 145 139,5 132 115 101 87,5 73

NKV 45/7 T    172,5 170 168 165 162,5 158,5 154,5 149,5 142,5 125,5 112 99 83

NKV 45/8-2 T   187 184 182 178,5 176 171,5 167 160,5 152 132 116,5 101 83

NKV 45/8 T 197 194 191,5 188 185,5 181 176,5 170,5 162,5 142,5 127,5 112,5 94

NKV 45/9-2 T  211,5 208 205,5 202 199 194 188,5 181,5 172 149,5 132 114,5 94

NKV 45/9 T  221,5 218 215,5 211,5 208 203 198 191,5 182 160 143 126 106

NKV 45/10-2 T    235,5 231,5 229 225 221,5 216 210 202 191,5 166,5 147 127,5 106

NKV 45/10 T 246 242 239 234 230,5 225 219 212 201,5 177 158 139 117

NKV 45/11-2 T 261 256,5 254 249 245,5 239,5 233 224,5 213 186 164,5 143,5 119

NKV 45/11 T    271 267 263,5 258,5 255 249 242,5 234,5 223,5 196,5 175,5 155 130

NKV 45/12-2 T 285,5 280,5 277,5 272,5 268,5 261,5 254,5 245,5 232,5 203 179,5 156,5 130

NKV 45/12 T    295,5 290,5 287,5 282 277,5 271 264 255,5 243 213,5 191 168,5 142

NKV 45/13-2 T 309,5 304,5 301 295,5 291 284 276 266 252,5 220,5 195 170 142
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NKV 10-15-20-32-45
MUTISTAGE CENTRIFUGAL  ELECTRICPUMPS WITH VERTICAL AXIS

APPLICATIONS
Vertical multistage centrifugal pump suitable for water systems of medium and large water utilities. It is suitable for pressurization units, boiler feed, hot water 
circulation, and cooling water, fire fighting and washing systems, supplying drinking water and feeding autoclave systems, irrigation and sprinkler systems and 
water purification.

PuMP FEATuRES

NKV 10-15-20 
All the parts in contact with liquid are stainless.
AISI 304 microcasted stainless steel internal pump body, ULTEM diffusers, AISI 431 pump shaft, impellers and pump sleeve in stainless steel AISI 304. 
External pump  body and support in cast iron cataphoresis coated. Cartridge mechanical seal silicon carbide/silicon carbide, exempt from maintenance, can be
dismantled without removing the motor starting from 5.5 kW. Connected to the motor with a rigid coupling.

NKV 32-45
Impellers, diffusers and sleeve in AISI 304 stainless steel to ensure durability, high efficiency and performance. Pump shaft in stainless steel AISI 431.  Pump 
body and seal housing disc in cast iron treated with cataphoresis. Body bushing stage in carbon to ensure durability in the event of dry running. Oversized 
ball bearings mounted on the motor support to ensure durability and to eliminate axial adjustments. PTFE WRAS approved floating neck ring ensures constant 
performance. Mechanical seal of silicon carbide / carbon, can be dismantled without removing the motor starting from 5.5 kW.

MOTOR FEATuRES
Induction motor,IE2, closed and cooled with external ventilation.
Shaft with rotor mounted on oversized greased sealed-for-life ball bearings to ensure silent running and long life.
Motor should be protected with a suitable overload protection complying with the regulations in force.
Manufactured according to CEI 2-3.
Motor protection: IP 55.
Insulation class: F.
Standard voltage: 
Tri-phase  230/400 V / 50 Hz. Up to 2,2 kW included
Tri-phase  400 V Δ / 50 Hz. from 3 kW
Motor frame :
-          NKV 10 -15 - 20 : B5 -V1
-          NKV 32 -45: B14 for 4kW and B5 from 5,5kW included

TECHNICAL DATA
Operating range: 
from 4 to 70 m3/h with head up to 319 meters.
Pumped liquid: clean, without solids or abrasives, non viscous, non aggressive, 
non crystallized and chemically neutral, close to water characteristics.
Liquid temperature range: from -15°C to +120°C.
Maximum ambient temperature: +40°C.
Maximum working pressure:  25 bar (2500kPa) NKV 10-15-20
 32 bar (3200kPa) NKV 32-45
Installation: fixed, vertical mounting.
Special version on request: 
other voltages and / or power supply frequencies. 
60 Hz version . 
Version with motor IE3. 

DESIGNATION INDEX:
(Example)

32 / -3 2NKV

Range name

Approximate flow in m³/h 
at the best efficiency point 

Number of stages

Number of reduced impellers
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NKV 10-15-20-32-45
MUTISTAGE CENTRIFUGAL  ELECTRICPUMPS WITH VERTICAL AXIS

N° PARTS MATERIAL *

1
EXTERNAL PUMP BODY CAST IRON WITH CATAPHORESIS

INTERNAL PUMP BODY* STAINLESS STEEL AISI 304

3 SUPPORT CAST IRON WITH CATAPHORESIS

4 IMPELLER* STAINLESS STEEL AISI 304

6 DIFUSSER* TECHNOPOLYMER “ULTEM”

7A PUMP SHAFT* STAINLESS STEEL AISI 431

16 MECHANICAL SEAL* CARTRIDGE SiC/SiC/EPDM

69 EXTERNAL CASING* STAINLESS STEEL AISI 304

N° PARTS MATERIAL *

1 PUMP BODY CAST IRON WITH CATAPHORESIS

3 FLANGE CAST IRON WITH CATAPHORESIS

4 IMPELLER STAINLESS STEEL AISI 304

6 STAGE BODY AND DIFUSSER STAINLESS STEEL AISI 304

7A PUMP SHAFT STAINLESS STEEL AISI 431

16 MECHANICAL SEAL SiC, CARBON, EPDM

26 DARIN PLUG STAINLESS STEEL AISI 304

28 O-RING EPDM

36 SEAL DISK STAINLESS STEEL AISI 316

37 LOADING CAP STAINLESS STEEL AISI 304

60 INTERMEDIATE BEARING GRAPHITE

69 EXTERNAL CASING STAINLESS STEEL AISI 304

191 FLOATING ADJUSTMENT RING PTFE

270 GUIDE BUSHING TUNGSTEN CARBIDE

NKV 10-15-20 MATERIAL

NKV 32-45 MATERIAL

* In contact with the liquid.

* In contact with the liquid.
�����������

36

3

4

16

7A

6

69

1

16

3

69

191

7A

1

270

26

37

28

60

4

6



DAB PUMPS reserves the right to make modifi cations without notice

8

NKV 10 - CIVIL AND INDUSTRIAL PRESSURIZATION UNITS

Liquid temperature range: from - 15°C to +120°C - Maximum operating pressure: 25 bar (2500 kPa)

MODEL VOLTAGE
 50 Hz

P1 MAX
kW

P2 NOMINAL MOTOR
TYPE

In
A

Ist
A 1/min cos j

kW HP

NKV 10/2 T 220-240Δ /380-415Y 0,8 0,75 1,02 80 2,81/1,62 22,25/12,85 2880 0,82

NKV 10/3 T 220-240Δ /380-415Y 1,2 1,10 1,496 80 4,07/2,36 32,23/18,69 2870 0,82

NKV 10/4 T 220-240Δ /380-415Y 1,6 1,50 2,04 90S 5,8/3,35 51,35/29,65 2880 0,79

NKV 10/5 T 220-240Δ /380-415Y 2,0 2,2 2,992 90L 8,23/4,75 68,37/39,47 2870 0,81

NKV 10/6 T 220-240Δ /380-415Y 2,4 2,2 2,992 90L 8,23/4,75 68,37/39,47 2870 0,81

NKV 10/7 T 380-415Δ 2,7 3,0 4,08 100L 5,85 52,24 2880 0,86

NKV 10/8 T 380-415Δ 3,1 3,0 4,08 100L 5,85 52,24 2880 0,86

NKV 10/9 T 380-415Δ 3,4 3,0 4,08 100L 5,85 52,24 2880 0,86

NKV 10/10 T 380-415Δ 3,8 4,0 5,44 112M 8,05 73,58 2910 0,85

NKV 10/12 T 380-415Δ 4,5 4,0 5,44 112M 8,05 73,58 2910 0,85

NKV 10/14 T 380-415Δ 5,2 5,5 7,48 132S 10,4 80,81 2910 0,87

NKV 10/16 T 380-415Δ 6,0 5,5 7,48 132S 10,4 80,81 2910 0,87

NKV 10/18 T 380-415Δ 6,7 7,5 10,2 132S 14 106,68 2900 0,88

NKV 10/20 T 380-415Δ 7,5 7,5 10,2 132S 14 106,68 2900 0,88

NKV 10/22 T 380-415Δ 8,2 7,5 10,2 132S 14 106,68 2900 0,88

MODEL
STAGE

N° 
B1 B2 G1 G2 I C D D/2 H H1 H2

DNA = DNM (DN 40) PACKING DIMENSIONS VOLUME
mc

WEIGHT
KgX Y1 Y2 Z N L/A L/B H

NKV 10/2 T 2 201 274 130 215 13,5 136,4 136,4 280 481,80 80 271,8 150 110 115 40 17,5 800 400 400 0,128 47,9

NKV 10/3 T 3 201 274 130 215 13,5 136,4 136,4 280 514,80 80 304,8 150 110 115 40 17,5 800 400 400 0,128 49,3

NKV 10/4 T 4 201 274 130 215 13,5 136,4 136,4 280 562,80 80 347,8 150 110 115 40 17,5 800 400 400 0,128 54,4

NKV 10/5 T 5 201 274 130 215 13,5 136,4 136,4 280 620,80 80 380,8 150 110 115 40 17,5 800 400 400 0,128 58,6

NKV 10/6 T 6 201 274 130 215 13,5 136,4 136,4 280 653,80 80 413,8 150 110 115 40 17,5 800 400 400 0,128 57,85

NKV 10/7 T 7 201 274 130 215 13,5 153,4 153,4 280 716,80 80 456,8 150 110 115 40 17,5 960 400 370 0,142 64

NKV 10/8 T 8 201 274 130 215 13,5 153,4 153,4 280 749,80 80 489,8 150 110 115 40 17,5 960 400 370 0,142 72,2

NKV 10/9 T 9 201 274 130 215 13,5 153,4 153,4 280 782,80 80 522,8 150 110 115 40 17,5 960 400 370 0,142 67

NKV 10/10 T 10 201 274 130 215 13,5 153,4 153,4 280 835,80 80 555,8 150 110 115 40 17,5 1150 500 400 0,230 74,4

NKV 10/12 T 12 201 274 130 215 13,5 153,4 153,4 280 901,80 80 621,8 150 110 115 40 17,5 1150 500 400 0,230 79,7

NKV 10/14 T 14 201 274 130 215 13,5 232,8 232,8 280 1022,80 80 707,8 150 110 115 40 17,5 1360 500 530 0,360 116,5

NKV 10/16 T 16 201 274 130 215 13,5 232,8 232,8 280 1088,80 80 773,8 150 110 115 40 17,5 1360 500 530 0,360 120

NKV 10/18 T 18 201 274 130 215 13,5 232,8 232,8 280 1154,80 80 839,8 150 110 115 40 17,5 1650 500 580 0,479 141,8

NKV 10/20 T 20 201 274 130 215 13,5 232,8 232,8 280 1220,80 80 905,8 150 110 115 40 17,5 1650 500 580 0,479 123,5

NKV 10/22 T 22 201 274 130 215 13,5 232,8 232,8 280 1286,80 80 971,8 150 110 115 40 17,5 1650 500 580 0,479 133,9
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The performance curves are based on kinematic viscosity values = 
1 mm2/s and density aequivalent to 1000 kg/m3. Tolerance of curves to ISO 9906.

NKV 10 - PERFORMANCE CURVES 50 Hz - MEI  ≥ 0,10
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NKV 15 -CIVIL AND INDUSTRIAL PRESSURIZATION UNITS

Liquid temperature range: from - 15°C to +120°C - Maximum operating pressure: 25 bar (2500 kPa)

MODEL VOLTAGE
 50 Hz

P1 MAX
kW

P2 NOMINAL MOTOR
TYPE

In
A

Ist
A 1/min cos j

kW HP

NKV 15/2 T 220-240Δ /380-415Y 1,8 2,20 2,992 90L 8,23/4,75 68,37/39,47 2870 0,81

NKV 15/3 T 380-415Δ 2,6 3 4,08 100L 5,85 52,24 2880 0,86

NKV 15/4 T 380-415Δ 3,5 4 5,44 112M 8,05 73,58 2910 0,85

NKV 15/5 T 380-415Δ 4,4 4 5,44 112M 8,05 73,58 2910 0,85

NKV 15/6 T 380-415Δ 5,2 5,5 7,48 132S 10,4 80,81 2910 0,87

NKV 15/7 T 380-415Δ 6,0 5,5 7,48 132S 10,4 80,81 2910 0,87

NKV 15/8 T 380-415Δ 6,9 7,5 10,2 132S 14 106,68 2900 0,88

NKV 15/9 T 380-415Δ 7,7 7,5 10,2 132S 14 106,68 2900 0,88

NKV 15/10 T 380-415Δ 8,5 11 14,96 160M 20,2 126,05 2930 0,88

NKV 15/12 T 380-415Δ 10,2 11 14,96 160M 20,2 126,05 2930 0,88

NKV 15/14 T 380-415Δ 11,8 11 14,96 160M 20,2 126,05 2930 0,88

NKV 15/16 T 380-415Δ 13,4 15 20,4 160M 27 189,81 2940 0,89

NKV 15/17 T 380-415Δ 14,3 15 20,4 160M 27 189,81 2940 0,89

MODEL
STAGE

N° 
B1 B2 G1 G2 I C D D/2 H H1 H2

DNA = DNM (DN 50) PACKING DIMENSIONS VOLUME
mc

WEIGHT
KgX Y Z N L/A L/B H

NKV 15/2 T 2 201 274 130 215 13,5 136,4 300 150 576,50 90 336,5 165 125 67 18 800 400 400 0,17 65,1

NKV 15/3 T 3 201 274 130 215 13,5 153,4 300 150 656 90 396 165 125 67 18 960 400 370 0,213 65,6

NKV 15/4 T 4 201 274 130 215 13,5 153,4 300 150 725,50 90 445,5 165 125 67 18 960 400 370 0,213 67,8

NKV 15/5 T 5 201 274 130 215 13,5 153,4 300 150 775 90 495 165 125 67 18 960 400 370 0,213 69,75

NKV 15/6 T 6 201 274 130 215 13,5 232,8 300 150 879,50 90 564,5 165 125 67 18 1150 500 400 0,332 114,4

NKV 15/7 T 7 201 274 130 215 13,5 232,8 300 150 929 90 614 165 125 67 18 1150 500 400 0,332 124

NKV 15/8 T 8 201 274 130 215 13,5 232,8 300 150 978,50 90 663,5 165 125 67 18 1360 500 530 0,487 132

NKV 15/9 T 9 201 274 130 215 13,5 232,8 300 150 1028 90 713 165 125 67 18 1360 500 530 0,487 129

NKV 15/10 T 10 201 274 130 215 13,5 262 300 150 1177,50 90 792,5 165 125 67 18 1650 500 580 0,633 196,7

NKV 15/12 T 12 201 274 130 215 13,5 262 300 150 1276,50 90 891,5 165 125 67 18 1650 500 580 0,633 188

NKV 15/14 T 14 201 274 130 215 13,5 262 300 150 1375,50 90 990,5 165 125 67 18 1650 500 580 0,633 198

NKV 15/16 T 16 201 274 130 215 13,5 262 300 150 1474,50 90 1089,5 165 125 67 18 1850 500 580 0,706 172

NKV 15/17 T 17 201 274 130 215 13,5 262 300 150 1524 90 1139 165 125 67 18 1850 500 580 0,706 202,7



DAB PUMPS reserves the right to make modifi cations without notice

11

420 2 4 6 8 10 12 14 16 18 20 22 Q m3/h

0 1 2 3 4 5 6 7 Q l/s

0 50 100 150 200 250 300 350 400 Q l/min

0 10 20 30 40 50 60 70 80 90 100 110Q US gpm

0 10 20 30 40 50 60 70 80 90 Q IMP gpm

0

200

400

600

800

1000

1200

1400

1600

1800

2000

2200

2400

P kPa

0

140

120

100

240

80

220

60

200

40

180

20

160

H m

0

100

200

300

400

500

600

700

800
H Ft

420 2 4 6 8 10 12 14 16 18 20 22 Q m3/h

420 2 4 6 8 10 12 14 16 18 20 22 Q m3/h

0.8

0.2

0.6

0.4

P2

60

40

20

% st

0

1

2

3

4

m

0

5

10

Ft

NPSH

st
P2

15/2

15/3
15/4
15/5
15/6
15/7
15/8
15/9
15/10

15/12

15/14

15/16
15/17

NKV 15 - PERFORMANCE CURVES 50 Hz - MEI  ≥ 0,10

D

H1

D/2D/2

C

H
H

2

B
2

B1

G
2

G1
I

Y
21Y

Z

N

X

DNA=DNM

D

H1

D/2D/2

C

H
H

2

B
2

B1

G
2

G1
I

Y
21Y

Z

N

X

DNA=DNM

The performance curves are based on kinematic viscosity values = 
1 mm2/s and density aequivalent to 1000 kg/m3. Tolerance of curves to ISO 9906.
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MODEL VOLTAGE
 50 Hz

P1 MAX
kW

P2 NOMINAL MOTOR
TYPE

In
A

Ist
A 1/min cos j

kW HP

NKV 20/2 T 220-240Δ /380-415Y 2,3 2,2 2,99 90L 8,23/4,75 68,37/39,47 2870 0,81

NKV 20/3 T 380-415Δ 3,4 4 5,44 112M 8,05 73,58 2910 0,85

NKV 20/4 T 380-415Δ 4,4 5,5 7,48 132S 10,4 80,81 2910 0,87

NKV 20/5 T 380-415Δ 5,5 5,5 7,48 132S 10,4 80,81 2910 0,87

NKV 20/6 T 380-415Δ 6,7 7,5 10,2 132S 14 106,68 2900 0,88

NKV 20/7 T 380-415Δ 7,8 7,5 10,2 132S 14 106,68 2900 0,88

NKV 20/8 T 380-415Δ 8,7 11 14,96 160M 20,2 126,05 2930 0,88

NKV 20/9 T 380-415Δ 9,8 11 14,96 160M 20,2 126,05 2930 0,88

NKV 20/10 T 380-415Δ 10,9 11 14,96 160M 20,2 126,05 2930 0,88

NKV 20/12 T 380-415Δ 13,0 15 20,4 160M 27 189,81 2940 0,89

NKV 20/14 T 380-415Δ 15,2 15 20,4 160M 27 189,81 2940 0,89

NKV 20/16 T 380-415Δ 17,1 18,5 25,16 160L 33 239,91 2940 0,89

NKV 20/17 T 380-415Δ 18,2 18,5 25,16 160L 33 239,91 2940 0,89

NKV 20 - CIVIL AND INDUSTRIAL PRESSURIZATION UNITS

Liquid temperature range: from - 15°C to +120°C - Maximum operating pressure: 25 bar (2500 kPa)

MODEL
STAGE

N° 
B1 B2 G1 G2 I C D D/2 H H1 H2

DNA = DNM (DN 50) PACKING DIMENSIONS VOLUME
mc

WEIGHT
KgX Y Z N L/A L/B H

NKV 20/2 T 2 201 274 130 215 13,5 136,4 300 150 576,50 90 336,5 165 125 67 18 800 400 400 0,192 65,75

NKV 20/3 T 3 201 274 130 215 13,5 153,4 300 150 676 90 396 165 125 67 18 960 400 370 0,213 69,3

NKV 20/4 T 4 201 274 130 215 13,5 232,8 300 150 780,50 90 465,5 165 125 67 18 1150 500 400 0,332 115,22

NKV 20/5 T 5 201 274 130 215 13,5 232,8 300 150 830 90 515 165 125 67 18 1150 500 400 0,332 110,7

NKV 20/6 T 6 201 274 130 215 13,5 232,8 300 150 879,50 90 564,5 165 125 67 18 1150 500 400 0,332 121,45

NKV 20/7 T 7 201 274 130 215 13,5 232,8 300 150 929 90 614 165 125 67 18 1150 500 400 0,332 129,3

NKV 20/8 T 8 201 274 130 215 13,5 262 300 150 1078,50 90 693,5 165 125 67 18 1360 500 530 0,487 193,5

NKV 20/9 T 9 201 274 130 215 13,5 262 300 150 1128 90 743 165 125 67 18 1650 500 580 0,633 139,5

NKV 20/10 T 10 201 274 130 215 13,5 262 300 150 1177,50 90 792,5 165 125 67 18 1650 500 580 0,633 180

NKV 20/12 T 12 201 274 130 215 13,5 262 300 150 1276,50 90 891,5 165 125 67 18 1650 500 580 0,633 197,16

NKV 20/14 T 14 201 274 130 215 13,5 262 300 150 1375,50 90 990,5 165 125 67 18 1650 500 580 0,633 203,7

NKV 20/16 T 16 201 274 130 215 13,5 262 300 150 1519,50 90 1089,5 165 125 67 18 1850 500 580 0,706 195

NKV 20/17 T 17 201 274 130 215 13,5 262 300 150 1569 90 1139 165 125 67 18 1850 500 580 0,706 230
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The performance curves are based on kinematic viscosity values = 
1 mm2/s and density aequivalent to 1000 kg/m3. Tolerance of curves to ISO 9906.

NKV 20 - PERFORMANCE CURVES 50 Hz - MEI  ≥ 0,10
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NKV 32 - CIVIL AND INDUSTRIAL PRESSURIZATION UNITS

Liquid temperature range: from - 15°C to +120°C - Maximum operating pressure: 32 bar (3200 kPa)

MODEL VOLTAGE
 50 Hz

P2 NOMINAL MOTOR
TYPE

In
A

Ist
A 1/min cos j

RPM

kW HP max min

NKV 32/2-2 T 3 x 400 V Δ 4 5,5 MEC 112M 8,1 74 2910 0,86 2980 2910

NKV 32/2 T 3 x 400 V Δ 5,5 7,5 MEC 132S 10,4 81 2910 0,87 2980 2910

NKV 32/3-2 T    3 x 400 V Δ 5,5 7,5 MEC 132S 10,4 81 2910 0,87 2980 2910

NKV 32/3 T   3 x 400 V Δ 7,5 10 MEC 132S 14,0 107 2900 0,88 2980 2900

NKV 32/4-2 T     3 x 400 V Δ 7,5 10 MEC 132S 14,0 107 2900 0,88 2980 2900

NKV 32/4 T    3 x 400 V Δ 11 15 MEC 160M 20,2 126 2930 0,89 2980 2930

NKV 32/5-2 T    3 x 400 V Δ 11 15 MEC 160M 20,2 126 2930 0,89 2980 2930

NKV 32/5 T    3 x 400 V Δ 15 20 MEC 160M 27,0 190 2940 0,89 2980 2940

NKV 32/6-2 T 3 x 400 V Δ 15 20 MEC 160M 27,0 190 2940 0,89 2980 2940

NKV 32/6 T    3 x 400 V Δ 15 20 MEC 160M 27,0 190 2940 0,89 2980 2940

NKV 32/7-2 T    3 x 400 V Δ 15 20 MEC 160M 27,0 190 2940 0,89 2980 2940

NKV 32/7 T    3 x 400 V Δ 18,5 25 MEC 160L 33,0 240 2940 0,89 2990 2940

NKV 32/8-2 T    3 x 400 V Δ 18,5 25 MEC 160L 33,0 240 2940 0,89 2990 2940

NKV 32/8 T 3 x 400 V Δ 18,5 25 MEC 160L 33,0 240 2940 0,89 2990 2940

NKV 32/9-2 T  3 x 400 V Δ 22 30 MEC 180M 39,5 329 2960 0,87 2990 2960

NKV 32/9 T    3 x 400 V Δ 22 30 MEC 180M 39,5 329 2960 0,87 2990 2960

NKV 32/10-2 T 3 x 400 V Δ 22 30 MEC 180M 39,5 329 2960 0,87 2990 2960

NKV 32/10 T 3 x 400 V Δ 30 40 MEC 200L 52,0 405 2950 0,90 2990 2950

NKV 32/11-2 T    3 x 400 V Δ 30 40 MEC 200L 52,0 405 2950 0,90 2990 2950

NKV 32/11 T    3 x 400 V Δ 30 40 MEC 200L 52,0 405 2950 0,90 2990 2950

NKV 32/12-2 T 3 x 400 V Δ 30 40 MEC 200L 52,0 405 2950 0,90 2990 2950

NKV 32/12 T 3 x 400 V Δ 30 40 MEC 200L 52,0 405 2950 0,90 2990 2950

NKV 32/13-2 T 3 x 400 V Δ 30 40 MEC 200L 52,0 405 2950 0,90 2990 2950

NKV 32/13 T    3 x 400 V Δ 30 40 MEC 200L 52,0 405 2950 0,90 2990 2950

MODEL
STAGE

N° 
B1 B2 G1 G2 C D H H1 H2

DNA = DNM (DN 65) WEIGHT
KgX Y Z

NKV 32/2-2 T 2 220 290 170 240 145 320 887 105 537 185 145 65 93

NKV 32/2 T 2 220 290 170 240 161 320 1115 105 724 185 145 65 140

NKV 32/3-2 T    3 220 290 170 240 161 320 1196 105 806 185 145 65 144

NKV 32/3 T   3 220 290 170 240 161 320 1196 105 806 185 145 65 151

NKV 32/4-2 T     4 220 290 170 240 161 320 1298 105 888 185 145 65 158

NKV 32/4 T    4 220 290 170 240 198 320 1413 105 908 185 145 65 206

NKV 32/5-2 T    5 220 290 170 240 198 320 1495 105 990 185 145 65 210

NKV 32/5 T    5 220 290 170 240 198 320 1495 105 990 185 145 65 224

NKV 32/6-2 T 6 220 290 170 240 198 320 1577 105 1072 185 145 65 228

NKV 32/6 T    6 220 290 170 240 198 320 1577 105 1072 185 145 65 228

NKV 32/7-2 T    7 220 290 170 240 198 320 1659 105 1154 185 145 65 232

NKV 32/7 T    7 220 290 170 240 238 320 1714 105 1154 185 145 65 253

NKV 32/8-2 T    8 220 290 170 240 238 320 1796 105 1236 185 145 65 257

NKV 32/8 T 8 220 290 170 240 238 320 1796 105 1236 185 145 65 257

NKV 32/9-2 T  9 220 290 170 240 238 320 1898 105 1318 185 145 65 291

NKV 32/9 T    9 220 290 170 240 238 320 1898 105 1318 185 145 65 291

NKV 32/10-2 T 10 220 290 170 240 238 320 1985 105 1400 185 145 65 298

NKV 32/10 T 10 220 290 170 240 297 320 2065 105 1405 185 145 65 357

NKV 32/11-2 T    11 220 290 170 240 297 320 2147 105 1487 185 145 65 361

NKV 32/11 T    11 220 290 170 240 297 320 2147 105 1487 185 145 65 361

NKV 32/12-2 T 12 220 290 170 240 297 320 2229 105 1569 185 145 65 365

NKV 32/12 T 12 220 290 170 240 297 320 2229 105 1569 185 145 65 365

NKV 32/13-2 T 13 220 290 170 240 297 320 2311 105 1651 185 145 65 369

NKV 32/13 T    13 220 290 170 240 297 320 2311 105 1651 185 145 65 369
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The performance curves are based on kinematic viscosity values = 
1 mm2/s and density aequivalent to 1000 kg/m3. Tolerance of curves to ISO 9906.

NKV 32 - PERFORMANCE CURVES 50 Hz - MEI  ≥ 0,70

Version F: The pump is supplied without counter flanges (optional accessories, including joints and bolts).



DAB PUMPS reserves the right to make modifi cations without notice

16

NKV 45 - CIVIL AND INDUSTRIAL PRESSURIZATION UNITS

Liquid temperature range: from - 15°C to +120°C - Maximum operating pressure: 32 bar (3200 kPa)

MODEL VOLTAGE
 50 Hz

P2 NOMINAL MOTOR
TYPE

In
A

Ist
A 1/min cos j

RPM

kW HP max min

NKV 45/2-2 T    3 x 400 V Δ 5,5 7,5 MEC 132S 10,4 81 2910 0,87 2980 2910

NKV 45/2 T    3 x 400 V Δ 7,5 10 MEC 132S 14,0 107 2900 0,88 2980 2900

NKV 45/3-2 T   3 x 400 V Δ 11 15 MEC 160M 20,2 126 2930 0,89 2980 2930

NKV 45/3 T  3 x 400 V Δ 11 15 MEC 160M 20,2 126 2930 0,89 2980 2930

NKV 45/4-2 T    3 x 400 V Δ 15 20 MEC 160M 27,0 190 2940 0,89 2980 2940

NKV 45/4 T    3 x 400 V Δ 15 20 MEC 160M 27,0 190 2940 0,89 2980 2940

NKV 45/5-2 T 3 x 400 V Δ 18,5 25 MEC 160L 33,0 240 2940 0,89 2990 2940

NKV 45/5 T    3 x 400 V Δ 18,5 25 MEC 160L 33,0 240 2940 0,89 2990 2940

NKV 45/6-2 T 3 x 400 V Δ 22 30 MEC 180M 39,5 329 2960 0,87 2990 2960

NKV 45/6 T    3 x 400 V Δ 22 30 MEC 180M 39,5 329 2960 0,87 2990 2960

NKV 45/7-2 T 3 x 400 V Δ 30 40 MEC 200L 52,0 405 2950 0,90 2990 2950

NKV 45/7 T    3 x 400 V Δ 30 40 MEC 200L 52,0 405 2950 0,90 2990 2950

NKV 45/8-2 T   3 x 400 V Δ 30 40 MEC 200L 52,0 405 2950 0,90 2990 2950

NKV 45/8 T 3 x 400 V Δ 30 40 MEC 200L 52,0 405 2950 0,90 2990 2950

NKV 45/9-2 T  3 x 400 V Δ 37 50 MEC 200L 64,0 488 2960 0,90 2990 2960

NKV 45/9 T  3 x 400 V Δ 37 50 MEC 200L 64,0 488 2960 0,90 2990 2960

NKV 45/10-2 T    3 x 400 V Δ 37 50 MEC 200L 64,0 488 2960 0,90 2990 2960

NKV 45/10 T 3 x 400 V Δ 37 50 MEC 200L 64,0 488 2960 0,90 2990 2960

NKV 45/11-2 T 3 x 400 V Δ 45 60 MEC 225M 78,5 528 2960 0,90 2990 2960

NKV 45/11 T    3 x 400 V Δ 45 60 MEC 225M 78,5 528 2960 0,90 2990 2960

NKV 45/12-2 T 3 x 400 V Δ 45 60 MEC 225M 78,5 528 2960 0,90 2990 2960

NKV 45/12 T    3 x 400 V Δ 45 60 MEC 225M 78,5 528 2960 0,90 2990 2960

NKV 45/13-2 T 3 x 400 V Δ 45 60 MEC 225M 78,5 528 2960 0,90 2990 2960

MODEL
STAGE

N° 
B1 B2 G1 G2 C D H H1 H2

DNA = DNM (DN 80) WEIGHT
KgX Y Z

NKV 45/2-2 T    2 240 316 190 265 161 365 1149 140 759 200 160 80 146

NKV 45/2 T    2 240 316 190 265 161 365 1149 140 759 200 160 80 153

NKV 45/3-2 T   3 240 316 190 265 198 365 1366 140 861 200 160 80 208

NKV 45/3 T  3 240 316 190 265 198 365 1366 140 861 200 160 80 208

NKV 45/4-2 T    4 240 316 190 265 198 365 1448 140 943 200 160 80 226

NKV 45/4 T    4 240 316 190 265 198 365 1448 140 943 200 160 80 226

NKV 45/5-2 T 5 240 316 190 265 238 365 1585 140 1025 200 160 80 251

NKV 45/5 T    5 240 316 190 265 238 365 1585 140 1025 200 160 80 251

NKV 45/6-2 T 6 240 316 190 265 238 365 1687 140 1107 200 160 80 284

NKV 45/6 T    6 240 316 190 265 238 365 1687 140 1107 200 160 80 284

NKV 45/7-2 T 7 240 316 190 265 297 365 1854 140 1194 200 160 80 350

NKV 45/7 T    7 240 316 190 265 297 365 1854 140 1194 200 160 80 350

NKV 45/8-2 T   8 240 316 190 265 297 365 1936 140 1276 200 160 80 354

NKV 45/8 T 8 240 316 190 265 297 365 1936 140 1276 200 160 80 354

NKV 45/9-2 T  9 240 316 190 265 297 365 2018 140 1358 200 160 80 375

NKV 45/9 T  9 240 316 190 265 297 365 2018 140 1358 200 160 80 375

NKV 45/10-2 T    10 240 316 190 265 297 365 2100 140 1440 200 160 80 379

NKV 45/10 T 10 240 316 190 265 297 365 2100 140 1440 200 160 80 379

NKV 45/11-2 T 11 240 316 190 265 333 365 2227 140 1522 200 160 80 441

NKV 45/11 T    11 240 316 190 265 333 365 2227 140 1522 200 160 80 441

NKV 45/12-2 T 12 240 316 190 265 333 365 2309 140 1604 200 160 80 445

NKV 45/12 T    12 240 316 190 265 333 365 2309 140 1604 200 160 80 445

NKV 45/13-2 T 13 240 316 190 265 333 365 2391 140 1686 200 160 80 449
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The performance curves are based on kinematic viscosity values = 
1 mm2/s and density aequivalent to 1000 kg/m3. Tolerance of curves to ISO 9906.

Version F: The pump is supplied without counter flanges (optional accessories, including joints and bolts).

NKV 45 - PERFORMANCE CURVES 50 Hz - MEI  ≥ 0,70



DAB PUMPS reserves the right to make modifi cations without notice
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Via Marco Polo, 14 - Mestrino (PD) Italy - Phone +39.049.5125000 - Fax +39.049.5125950 
www.dabpumps.com
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DAB PUMPS LTD.
Unit 4 and 5, Stortford Hall Industrial Park Dunmow Road, 
Bishops, Stortford, Herts
CM23 5GZ - UK
salesuk@dwtgroup.com
Tel. +44 1279 652 776
Fax +44 1279 657 727

DAB PUMPEN DEUTSCHLAND GmbH
Tackweg 11
D - 47918 Tönisvorst - Germany
info.germany@dwtgroup.com
Tel. +49 2151 82136-0 
Fax +49 2151 82136-36

DAB POLAND - Representative Office
Mokotow Marynarska
Ul. Postepu 15c - 3rd Floor  
02-676 Warsaw - POLAND
Tel. +48 223 81 6085

DAB PUMPS B.V.
Albert Einsteinweg, 4
5151 DL Drunen - Nederland
info.netherlands@dwtgroup.com
Tel. +31 416 387280
Fax +31 416 387299

DWT South Africa
Podium at Menlyn,
3rd Floor, Unit 3001b, 43 Ingersol Road,
C/O Lois and Atterbury street,
Menlyn, Pretoria, 0181, South-Africa
info.sa@dwtgroup.com
Tel +27 12 361 3997
Fax +27 12 361 3137

DAB PUMPS B.V.
Brusselstraat 150
B-1702 Groot-Bijgaarden - Belgium
info.belgium@dwtgroup.com
Tel. +32 2 4668353
Fax +32 2 4669218

DAB PUMPS IBERICA S.L.
Avenida de Castilla nr.1 Local 14 
28830 - San Fernando De Henares - Madrid 
Spain 
info.spain@dwtgroup.com 
Tel. +34 91 6569545 
Fax: +34 91 6569676

DAB UKRAINE Representative Office
Regus Horizon Park
4 M. Hrinchenka St, suit 116
03680 Kiev, UKRAINE
Tel. +380  44 3195943

DAB PUMPS CHINA 
No.40 Kaituo Road, Qingdao Economic & Technological  
Development Zone
Qingdao City, Shandong Province, China
PC: 266500
info.china@dwtgroup.com
Fax +8653286812210
Tel. +8653286812030-6270

DAB PRODUCTION HUNGARY KFT. 
H-8800
NAGYKANIZSA, Buda Ernó u.5
HUNGARY
Tel. +36.93501700

PUMPS AMERICA, INC. DAB PUMPS DIVISION 
3226 Benchmark Drive
Ladson, SC 29456 USA
info.usa@dwtgroup.com
Tel. 1-843-824-6332 
Toll Free 1-866-896-4DAB (4322)
Fax 1-843-797-3366

OOO DWT GROUP
100 bldg. 3 Dmitrovskoe highway
127247 Moscow - Russia
info.russia@dwtgroup.com 
Tel. +7 495 739 52 50
Fax +7 495 485-3618


